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Chrysler Corporation -  Trexprene( Approvals

	Chrysler Specification
	 Trexprene(
 
	Hardness
	Application

	MS-AR 20A / 100A
	A55 BU & A55 NU
	Shore 55 A
	Standard Black & Natural for Under hood applications


	
	
	
	

	MS-AR 20B / 100 B
	A64 BU & A64 NU
	Shore 64 A
	Standard Black & Natural for Under hood applications


	
	
	
	

	MS-AR 20C / 100C
	A74 BU & A74 NU
	Shore 74 A
	Standard Black & Natural for Under hood applications


	
	
	
	

	MS-AR 20D / 100D
	A80 BU & A80 NU
	Shore 80 A
	Standard Black & Natural for Under hood applications


	
	
	
	

	MS-AR 30A + line callout 

	D40 BU & D40 NU
	Shore 40 D
	Standard Black & Natural for Under hood applications 


	
	
	
	

	    MS DB 226 CPN 4725


	A80 CI HF
	 80 Shore A 
	New TPV spec, A80CI HF


	
	
	
	

	 MSDB 226 CPN 4580/AR26B

	A64 BI, NI , CI
	Shore 64 A
	Black, Natural & Colors



	
	
	
	

	 MS DB 226    CPN 4676

	Chrysler’s New TPV spec, A55CI and A55CI HF ( high flow)

	 MS DB 226   CPN 4662


	Chrysler’s New TPV spec, A74CI and A74CI HF ( high flow)

	MS DB 226    CPN 4902
	A45BU / CI, 45 Shore A std black or colors for UV Applications

	MS DB 226    CPN 4787
	A88SCI-HF,  High flow A88 Shore A for UV Color applications

	


Ford Motor Company -  Trexprene( Approvals

	Ford  Specs.
	 Trexprene(
	Hardness
	Color

	WSD M2D 378-A1
	A55 BU & A55 NU
	Shore 55 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	WSD-M2D379-A1
	A64 BU & A64 NU
	Shore 64 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	WSD-M2D380-A1
	A74 BU & A74 NU
	Shore 74 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	WSD-M2D381-A1
	A80 BU & A80 NU
	Shore 80 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	WSD-M2D382-A1
	A88 BU & A88 NU
	Shore 88 A
	Standard Black & Natural for Under hood applications 

	
	
	
	

	WSS-M2D381-A4
	A80BI-PV/ NI /  CI
	        Shore 80 A -HF
	Standard Black, Natural & Colors for Interior applications

	
	
	
	

	WSD-M2D378-A2

& WSS M2D 510-A5
	A55CI / A55CI-HF 
	Shore 55 A
	Black & Natural, Color for Interior parts requiring UV

	WSD-M2D379-A2  &

 WSS M2D 510-A6
	   A70 SCI, A64 CI

   A64BI / NI / CI

	Shore 64 A
	Black & Natural, Color for Interior parts requiring UV

	
	
	
	

	WSD-M2D380-A2  & WSS M2D 510-A7
	A74 BI / NI / CI 

	Shore 74 A
	Black & Natural, Color for Interior parts requiring UV

	WSD-M2D381-A2 & WSS M2D 510-A8

	A80BI / NI / CI 
	Shore 80 A
	Black & Natural, Color for Interior parts requiring UV

	WSD-M2D382-A2  &  WSS M2D 510-A9

	A88 BI / NI / CI 
	Shore 884 A
	Black & Natural, Color for Interior parts requiring UV


Inteva ( formerly Delphi) – Trexprene Approvals

	Inteva Automotive

Specifications
	 Trexprene(
 
	Hardness
	Color

	                 DX300001


	D50 BU & D50 NU
	Shore 50 D
	Standard Black & Natural for primarily Under hood Applications

	
	
	
	

	DX300367


	A55 BU & A55 NU
	Shore 55 A
	Standard Black & Natural for primarily Under hood Applications


General Motors -  Trexprene( Approvals

	General Motors

Specifications
	 Trexprene(
 
	Hardness
	Color

	GMW 15813 – 4 / GMP.E/P.001 
	A55 BU & A55 NU
	Shore 55 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW 15813 – 5 / GMP.E/P.002
	A64 BU & A64 NU
	Shore 64 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW 15813-6 /  GMP.E/P.003
	A74 BU & A74 NU
	Shore 74 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW 15813- 7 /  GMP.E/P.004
	A80 BU & A80 NU
	Shore 80 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW15813 – 8 /  GMP.E/P.005
	A88 BU & A88 NU
	Shore 88 A
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW 15813 – 9 / GMP.E/P.006
	D40 BU & D40 NU
	Shore 40 D
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW 15813 – 10/ GMP.E/P.007
	D50 BU & D50 NU
	Shore 50 D
	Standard Black & Natural for Under hood applications

	
	
	
	

	GMW 18512-4  / GMP.E/P.078
	A55 BW & A55CW
	Shore 55 A
	UV stable Black & Colors for Exterior applications


	Application
	NEW GMW Exterior 
	
	

	GMW 15812 - 5 /  GMP.E/P.029
	A67 BW & A67 NW
	Shore 67 A
	UV stable Black & Colors for Exterior applications 

	Application
	NEW GMW Exterior 
	
	

	GMW 15812 - 6 
	A74 BW & A74 CW
	Shore 74 A
	UV stable Black & Colors for Exterior applications 

	Application
	NEW GMW Exterior 
	
	

	GMW 15812 - 7
	A80BW & A80CW
	Shore 80 A
	UV stable Black & Colors for Exterior applications

	Application
	NEW GMW Exterior 
	
	

	GMW 15812-8  / GMP.E/P.037
	A88 BW 
	Shore 88 A
	UV stable Black & Colors for Exterior applications 

	Application
	NEW GMW Exterior
	
	

	GMW 18512-9


	D40BW & D40CW
	Shore 40 D
	UV stable Black & Colors for Exterior applications

	Application
	New GMW Exterior
	
	

	GMW 18512-10  / GMP.E/P.016


	D50BW& D50CW
	Shore 50 D
	UV stable Black & Colors for Exterior applications

	
	
	
	

	Application
	New GMW Exterior
	
	

	
	
	
	

	
	
	
	

	GMW 15816-4  /   GMP.E/P.071
	A55 BI & A55 NI
	Shore 55 A
	Black, Natural & UV stable Colors for Interior applications

	Application
	New GMW Interior
	
	

	GMW 15816-5 /  GMP.E/P.082
	A65SCI / A64CI / A64BI/NI 
	Shore 64 A
	Black, Natural & UV stable Colors for Interior applications 

	Application
	NEW GMW Interior
	
	

	GMW 15816-6 /   GMP.E/P.117
	A70CI – HF 
	Shore  70 A
	Black, Natural & UV stable Colors for Interior applications

	Application
	NEW GMW Interior
	
	

	
	
	
	

	GMW 15816-6 / GMP.E/P.044
	A74 BI & A74 NI
	Shore 73 A
	Black, Natural & UV stable Colors for Interior applications

	Application
	NEW GMW Interior 
	
	

	GMW 15816-7 / 
	A80 BI & A80 NI
	Shore 80 A
	Black, Natural & UV stable Colors for Interior applications

	Application
	NEW GMW Interior 
	
	

	Application
	NEW GMW Interior 
	
	

	GMW 15816-8 / GMP.E/P.067
	A88 BI & A88 NI
	Shore 88 A
	Black, Natural & UV stable Colors for Interior applications

	Application
	NEW GMW Interior 
	
	

	
	
	
	

	
	
	
	


Toyota - Trexprene( Grades
	Toyota Motor Manufacturing
	 Trexprene(
 
	Hardness
	Application

	TSM 5529 Class 2B


	A70CI / A74CI
	Shore 70-74A
	Colors or Black

	Application
	Interior parts with UV, cup holders, bin mats – pre-colored

	TSM 5529 Class 2B
	Trexprene A70SCI     Pre-colored 

	Application
	Interior parts with Anti-wear / Slip package for high durability


Other OEM’s such as Nissan, Honda, Mazda, Kia, Hyundai and VW have specifications for “soft materials”  but do not have a formal system for approvals.  Please contact Jeff Davis at email: jdavis@comtrex-inc.com for more information or for a Trexprene grade recommendation.  

 BOLD -  Denotes Approval at the OEM

Denotes Certification Package Testing Completed  or Pending Approval at the OEM      021511
Denotes Product has been developed by Comtrex L.L.C.

24060 Hoover Road   (   Warren, MI 48089  (  Ph: (586) 755-1660  (  Fax: (586) 755-2870
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