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Comtrex PVC Automotive Approvals

	DaimlerChrysler Specification Number
	Hardness
	Comtrex Compound Designation 
	Application

	MS-DC23 CPN 2182
	90A ±5
	91CF
	Interior Extrusion

	

	MS-DC23 CPN 3167
	40A ±5
	93CF
	Interior Extrusion

	

	MS-DC211 CPN 4445

MS-DC211 CPN3716
	85A

90A/39D
	85XECF

95E
	Exterior Extrusion

Exterior/Interior Extrusion

	

	MS-DC220 CPN 2088
	55A
	63SPCF
	Interior Injection

	

	MS-DC220 CPN 2297 /4509
	70A
	71CF
	Interior Injection

	

	MS-DC220 CPN 2712 / 4510
	85A
	91CF
	Interior Injection

	

	MS-DC220 CPN 2727
	75A
	73CF
	Interior Injection

	

	MS-DC220 CPN 3699 / 3925
	65 – 75 Shore A
	Flexible PVC 68XCFLG
	Interior Injection

	

	MS-DC236 CPN2904
	50A
	Flexible PVC 50CF
	Interior Injection, steering wheels

	
	
	
	

	MS-DC236 CPN3257
	68A
	Flexible PVC 68XCF
	Interior Injection, shift knobs

	

	MS-DC526 CPN3197
	68A
	72CF
	Interior Injection

	

	MS-DC543 CPN 4510
	85A
	91CF
	Interior Injection

	

	MS-DC543A         CPN 4364

A4B0C8D4E7F4G0H4
	55A
	63SPCF
	Interior Injection

	

	MS-DC543A         CPN 4509

A9B0C7D7E6F6G0H4
	70A
	71CF
	Interior Injection

	

	MS-DC543A         CPN 3925
A6B0C7D5E6F4G0H4
	65 – 75 Shore A
	Flexible PVC 68XCFLG
	Interior Injection

	

	MS-DC543A         CPN A1B0C6D4E4F1G2H4Z1
	62 – 64 Shore A
	Flexible PVC 69CF
	Interior Injection

	
	
	
	

	MS-DC543      CPN 4048 / 4666

A3B0C6D3E6F1G1H421
	50A
	Flexible PVC 50CF
	Interior Injection

	

	MS-DC544 CPN4106
	50A
	Flexible PVC 17CF
	Interior Injection, steering wheels

	


	Ford Specification Number
	Hardness
	Comtrex Compound 
	Application

	ESA-M4D292-A
	80A ± 5
	81CF
	Interior Extrusion

	

	ESA-M4D333-A
	60A ± 5
	62CF
	Interior Inj, Transparent Colored

	

	ESB-M4D37-A Type II
	60A
	63XCF
	Interior Injection

	

	ESB-M4D37-A Type III
	70A
	71XCF
	Interior Injection

	

	ESB-M4D37-A Type IV
	80A
	81XCF
	Interior Injection

	

	ESB-M4D103-A
	65 –75 Shore A
	70CF
	Interior Extrusion

	

	ESB-M4D259A/B Type I
	60A
	63XSPCF
	Interior Injection

	

	ESB-M4D259A/B Type II
	70A
	71CF
	Interior Injection

	

	ESB-M4D259A/B Type III
	80A
	81CF
	Interior Injection

	

	ESB-M4D259A/B Type IV
	90
	83CF
	Interior Injection

	

	ESB-M4D284-C3
	80A
	75XECF
	Exterior Extrusion / Injection

	

	ESB-M4D284-C4
	90A
	91XECF
	Exterior Extrusion / Injection

	

	WSB-M4D871-A1
	55A
	63SPCF
	Interior Injection / Extrusion

	

	WSB-M4D871-A2
	65A
	71CF
	Interior Injection / Extrusion

	

	WSB-M4D871-A3
	75A
	73CF
	Interior Injection / Extrusion

	

	WSB-M4D871-A4
	85A
	83CF
	Interior Injection / Extrusion

	


Ford’s supplier code number C551B is the designation for: Color Customs, Inc., Atrex, Inc and Comtrex L.L.C.

Comtrex PVC Automotive Approvals

	General Motors Specification Number
	Hardness
	Comtrex Compound Designation 
	Application

	GMP.PVC.002
	37D ( 3
	88ECF
	Exterior Injection

	
	
	
	

	GMP.PVC.003
	37D ( 3
	91XECF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.005
	85A ( 5
	83XCF
	Interior Extrusion

	
	
	
	

	GMP.PVC.006
	55D ( 3
	97ESCF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.007
	80A ( 5
	81XECF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.009
	72A – 85A
	81XECF
	Exterior Injection

	
	
	
	

	GMP.PVC.010
	85A ( 5
	85XECF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.012
	80A – 93A
	85XECF
	Exterior Injection

	
	
	
	

	GMP.PVC.013
	40D ( 3
	91XECF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.014
	40D ( 5
	84XECF
	Exterior Injection

	
	
	
	

	GMP.PVC.015
	45D ( 3
	97CF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.016
	50D ( 3
	97ECF
	Exterior Injection

	
	
	
	

	GMP.PVC.017
	55D ( 3
	97ESCF
	Exterior Injection

	
	
	
	

	GMP.PVC.023
	70A ( 5
	71XCF
	Interior Injection

	
	
	
	

	GMP.PVC.029
	60A ±5
	62CF
	Interior Injection

	
	
	
	

	GMP.PVC.030
	85A ±5
	88CF
	Interior Extrusion

	
	
	
	

	GMP.PVC.032
	70A ( 5
	71XECF
	Exterior Extrusion

	
	
	
	

	GMP.PVC.035
	60A ( 5
	63XCF
	Interior Injection

	
	
	
	

	GMP.PVC.036
	80A ( 6
	81CF
	Interior Extrusion

	
	
	
	

	GMP.PVC.037
	80A ( 5
	81XCF
	Interior Injection

	


Denotes Approved at the OEM

Denotes Certification Package Completed & Pending Approval at the OEM     04/12/06
Denotes Certification Package has been developed by Comtrex L.L.C.
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